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WEEDO 910 TUG

Technical data:
Overall length: 9,1 metres 
Length hull: 9,0 metres 
Breadth extreme: 2,8 metres 
Draught: 1,15 metres 
Weight empty: 4 590 kg 
Davit load with 6 persons: 5 325 kg 

Engine:
Std: VOLVO PENTA D6 370 HP
Alt: Other approved engines 

Propulsion:
Std: Adjustable pitch propeller

Materials
Hull made of GRP/sandwich. The hull is partly 
fi lled with expanded polyurethane foam. 
Superstructure made of GRP/sandwich. The 
fender is made of rubber. Lifting arrangement 
is made of high quality steel, fi tted with 
approved off-load release hook. 

Weedo 910 TUG is a combined tug/workboat specially developed to serve in the 
petroleum business offshore. The craft is specially built for the purpose of tow-
ing oil booms.

The craft is a purpose built boat that can be combined as a rescue and workboat. It is 
designed and tested for towing offshore oil booms, and it is built in accordance with SOLAS 
83 international rules with some exceptions.

It is built to give maximum safety and comfort for the crew, and is fi tted with two steering 
positions; one in the wheelhouse and one at the deck aft.

The craft is fi tted with one inboard diesel engine and variable or controllable pitch propeller. 
The towing point is well ahead of the propeller. The craft has a bollard pull of 2 000 to 3 100 
kg depending on engine confi guration.
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